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Gr-43, commonly called High Test,  is manufactured to meet ASTM & NACM specifications. Typical uses
include container securement, logging, towing, and marine industry.  Gr-43 is available in many finishes and
package configurations. "Gr-43 is not to be used for overhead lifting".

G43 Hanger Chain

Chain 
Size

Full 
Drum

Length Half 
Drum

Length Pail Length Full 
Drum

Length Half 
Drum

Length Pail Full 
Drum

Half 
Drum

Length

in. ft. ft. ft. ft. ft. ft. ft. ft.
1/4 678141 800 678131 400 678111 140 678441 800 678431 400 678411 140 678341 800 678331 400

5/16 678142 550 678132 275 678112 90 678442 550 678432 275 678412 90 678342 550 678332 275

3/8 678143 400 678133 200 678113 60 678443 400 678433 200 678413 60 678343 400 678333 200

1/2 - 350 678145 200 - - 678445 200 - 100 - - 678345 200 - 100

5/8 678146 150 678136 75 - - - 150 - 75 - - 678346 150 678336 75

3/4 678147 100 678137 50 - - - 100 - 50 - - 678347 100 678337 50

Zinc Plated Finish Hot Dipped Galvanized FinishSelf Colored Finish

Imperial

Length Length

• Meets ASTM & NACM standards
• Available in a wide assortment of finishes including, Self Colored,

Burnished, Zinc Plated, Galvanized
• 50% stronger than Gr-30 Chain
• Permanent identification on chain
• 100% proof tested
• Available in drums, pails, multiple style of assemblies
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Chain Size Working Load 
Limit Product Code L Finish Weight

in. lb. ft. lb.
1/4 2,600 628204GA 4 Self Colored 2.9
1/4 2,600 628209GA 9 Self Colored 5.8

1/4 2,600 628212GA 12 Self Colored 7.7

3/8 5,400 628311GA 11 Self Colored 15.9

Imperial

L

in. lb. in. in. in. lb.
1/4 2,600 0.270 1.220 0.460 0.60 9.84

5/16 3,900 0.327 1.100 0.500 0.98 10.91

3/8 5,400 0.386 1.370 0.600 1.33 8.76

1/2 9,200 0.500 1.730 0.810 2.27 6.93

5/8 13,000 0.625 1.916 0.855 3.63 5.63

3/4 20,200 0.781 2.397 1.070 5.68 5.66
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