## DELTA ${ }^{\text {" }}$

## OIL AND DERRICK HARNESSES



These harnesses are designed specifically for workers who operate the monkey and tubing boards on oil rigs. They feature comfort and security, with easy donning. These models include connections for an optional derrick belt, which provides comfort while positioning for the next drilling pipe.

Harnesses shown
with derrick belt.


1107151C

## DELTA ${ }^{\text {TM }}$ DERRICK HARNESS

Front and back D-ring with
14" extension, cross-over style, body belt and hip pad, tongue buckle legs. (XLarge)
1107152C Small
1107153C Medium
1107150C Large

## 1000570

DERRICK BELT Work positioning rings, pass thru buckle connection.

## 1105828 C

DELTA ${ }^{\text {TM }}$ DERRICK HARNESS
Back, side D-rings, tongue buckle legs, use with 1000545 derrick belt. (XLarge)
1105826C Small
1105827C Medium
1105825C Large

## 1000545

DERRICK BELT Work positioning rings, pass thru buckle connection. (XLarge)
1000542 SM 1000543 MED 1000544 LG


Built-in seat board for added support.

## 1108128C

DELTA ${ }^{\text {TM }}$ BOSUN CHAIR HARNESS
Front and back D-ring with 18" dorsal D-ring extension, tongue buckle belt/pad and side D-rings, seat sling with rigid seat board. (X Large)

1107158C
DELTA ${ }^{\text {Tw }}$ DERRICK HARNESS
Front D-ring, cross-over style, body belt and hip pad, tongue buckle legs. (XLarge)
1107157C Large
1107163C
DERRICK BELT Front and back
D-ring with 14 " extension,
cross-over style, body belt and hip pad, tongue buckle legs and E4 shock absorber. (XLarge)
1107162C Large

